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§63.11214 How do I demonstrate ini-
tial compliance with the work prac-
tice standard, emission reduction
measures, and management prac-
tice?

(a) If you own or operate an existing
or new coal-fired boiler with a heat
input capacity of less than 10 million
Btu per hour, you must conduct a per-
formance tune-up according to
§63.11223(b) and you must submit a
signed statement in the Notification of
Compliance Status report that indi-
cates that you conducted a tune-up of
the boiler.

(b) If you own or operate an existing
or new biomass-fired boiler or an exist-
ing or new oil-fired boiler, you must
conduct a performance tune-up accord-
ing to §63.11223(b) and you must submit
a signed statement in the Notification
of Compliance Status report that indi-
cates that you conducted a tune-up of
the boiler.

(c) If you own or operate an existing
affected boiler with a heat input capac-
ity of 10 million Btu per hour or great-
er, you must submit a signed certifi-
cation in the Notification of Compli-
ance Status report that an energy as-
sessment of the boiler and its energy
use systems was completed and submit,
upon request, the energy assessment
report.

(d) If you own or operate a boiler sub-
ject to emission limits in Table 1 of
this subpart, you must minimize the
boiler’s startup and shutdown periods
following the manufacturer’s rec-
ommended procedures, if available. If
manufacturer’s recommended proce-
dures are not available, you must fol-
low recommended procedures for a unit
of similar design for which manufac-
turer’s recommended procedures are
available. You must submit a signed
statement in the Notification of Com-
pliance Status report that indicates
that you conducted startups and shut-
downs according to the manufacturer’s
recommended procedures or procedures
specified for a boiler of similar design
if manufacturer’s recommended proce-
dures are not available.

§63.11220

CONTINUOUS COMPLIANCE REQUIREMENTS

§63.11220 When must I conduct subse-
quent performance tests?

(a) If your boiler has a heat input ca-
pacity of 10 million Btu per hour or
greater, you must conduct all applica-
ble performance (stack) tests according
to §63.11212 on an triennial basis, un-
less you follow the requirements listed
in paragraphs (b) through (d) of this
section. Triennial performance tests
must be completed no more than 37
months after the previous performance
test, unless you follow the require-
ments listed in paragraphs (b) through
(d) of this section.

(b) You can conduct performance
stack tests less often for particulate
matter or mercury if your performance
stack tests for the pollutant for at
least 3 consecutive years show that
your emissions are at or below 75 per-
cent of the emission limit, and if there
are no changes in the operation of the
affected source or air pollution control
equipment that could increase emis-
sions. In this case, you do not have to
conduct a performance stack test for
that pollutant for the next 2 years. You
must conduct a performance stack test
during the third year and no more than
37 months after the previous perform-
ance stack test.

(c) If your boiler continues to meet
the emission limit for particulate mat-
ter or mercury, you may choose to con-
duct performance stack tests for the
pollutant every third year if your emis-
sions are at or below 75 percent of the
emission limit, and if there are no
changes in the operation of the affected
source or air pollution control equip-
ment that could increase emissions,
but each such performance stack test
must be conducted no more than 37
months after the previous performance
test.

(d) If you have an applicable CO
emission limit, you must conduct tri-
ennial performance tests for CO ac-
cording to §63.11212. Each triennial per-
formance test must be conducted be-
tween no more than 37 months after
the previous performance test.

(e) If you demonstrate compliance
with the mercury emission limit based
on fuel analysis, you must conduct a
fuel analysis according to §63.11213 for
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